
Thermo Scientific
Konelab PRIME 30 and 60 
Analyzers

Prime systems for an advanced 

clinical laboratory environment



Operational effi ciency and accurate results

The Thermo Scientifi c Konelab PRIME 30 and 60 clinical chemistry analyzers have new features 

and a new design which offer effi ciency and accuracy in analysis as well as convenience 

in use.  The Konelab PRIME analyzers help meet the evolving laboratory needs as stand-

alone instruments or as part of a workcell. Their advanced features, like the clot detection 

and automated pretreatment, save time in sample processing, improve quality and help the 

laboratories to keep their costs down. 

Advanced technology, new design

The Konelab PRIME 30 and 60 have 
all the proven features of the fully 
automated Konelab analyzers, plus 
new features that improve opera-
tional effi ciency and result integrity. 
The PRIME analyzers with their 
integrated workstation and compact 
design suit perfectly for laboratories 
with limited space. 

Cost-effective, safe operation

The Konelab analyzers are easy to 
use, fl exible and cost-effective.
• 12-position low-volume multicell   
 cuvette design makes the system   
 economical to use.
• Continuous loading of samples,   
 cuvettes and reagents facilitates   
 laboratory workfl ow.
• Disposable cuvettes guarantee   
 user-safe operation. 

Versatile automated features

Automated features in the Konelab 
PRIME models reduce the risk of 
errors while saving operator time.
• Automated clot detection to   
 secure result integrity.
• Automated pre- and post-dilution
 features.
• Real time monitoring of reagent   
 volume and expiry date.
• Refl ex testing capability to trigger   
 a new specifi c test to be run.
• Automated sample    
 pretreatment feature, e.g., in   
 HbA1c measurement eliminates   
 the manual hemolyzing step.



Key for automation needs

The Konelab PRIME models are   
easy to  integrate as one high-   
capacity workcell solution. 
• Point-of-space interface to a   
 sample track system. 
• Automated load balancing for   
 optimum throughput and flexibility.
• Human errors on sample               
 registration, sorting and processing  
 are minimized.
• Tracking and traceability from     
 every process step.

Wide test menu

The Konelab analyzers are designed 
for routine and speciality clinical 
chemistry testing. 
• A steadily expanding selection of   
 CE marked applications.
• The broad range of system tests   
 can be complemented with user-  
 defi nable applications.
• Ready for use, bar-coded system
 reagents for automatic 
 identifi cation. 
• ISE unit: K+, Na+, Cl-, also Li+ and
 Ca2+ as optional extra.

The Konelab PRIME menu 
covers over 80 carefully 
validated methods:

• Enzymes
• Substrates
• Electrolytes
• Specifi c Proteins
• Drugs of Abuse Tests
• Therapeutic Drug   
 Monitoring
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Tel.+358-9-329 100 
Fax +358-9-3291 0300
www.thermo.com/konelab ©2008 Thermo Fisher Scientifi c Inc. All rights reserved.

Konelab PRIME 30

• Capacity of up to 300 tests per hour 
• Continuous access to samples, 
 reagents and cuvettes
• On-board capacity of 84 routine 
 samples, 6 STAT samples
• 45 refrigerated reagent positions
• 600 cuvette storage positions
• Dimensions: 140 cm (w), 82 cm (d), 
 120 cm (h)
• Interface to a sample track system
• Automatic clot detection both in
 a normal sample and automation
 interface dispensers 

Konelab PRIME 60

• Capacity of up to 600 tests per hour 
• Continuous access to samples, 
 reagents and cuvettes
• On-board capacity of 84 routine 
 samples, 6 STAT samples
• 45 refrigerated reagent positions
• , 00 cuvette storage positions
• Dimensions: 170 cm (w), 82 cm (d),
  120 cm (h)
• Interface to a sample track system
• Automatic clot detection both in 
  a normal sample and automation
 interface dispensers
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Proven technology and experience

With over 35 years of experience in 
research, development and manufacturing 
of analyzer systems, the Konelab analyzer 
family meets customers’ expanding needs 
in clinical chemistry, specifi c proteins, 
electrolyte and drugs of abuse testing, as 
well as therapeutic drug monitoring.

The highly qualifi ed clinical chemistry and 
diagnostics professionals at Thermo Fisher 
Scientifi c are happy to provide advice, 
training and after sales support.

Other Konelab analyzers availablee

• Konelab 20 for routine testing in smaller 
 laboratories

• Konelab 20XT for routine and special        
 testing in smaller laboratories

All Thermo Scientific Konelab analyzer 
systems comply with the In Vitro 
Diagnostic Medical Devices Directive 
98/79/EC (IVDMDD). 

2 1



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /SyntheticBoldness 1.000000
  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f300130d330b830cd30b9658766f8306e8868793a304a3088307353705237306b90693057305f00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /FRA <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU (Use these settings to create PDF documents suitable for reliable viewing and printing of business documents. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [2540 2540]
  /PageSize [595.276 765.354]
>> setpagedevice


